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K- C.3# - RESERVE TREES (09/2004)

Not wi t hst andi ng t he designations for cutting under C. 3.1, C. 3.2, C.3.3, or C.3.4, live or dead_Superior
Sugar Pine reserve trees or groups of reserve trees within such cutting units or clearings shall be |eft
uncut. Reserve trees are identified by Metal tag and orange paint band at dbh and shall be protected in
accordance with K-G 3.2#. Units with reserve trees are shown on Contract Area Map.

K-C. 3. 5# - DESI GNATI ON OF TI MBER, CUTTING UNIT BOUNDARI ES, AND SUDI VI SI ON/ PAYMENT UNI T BOUNDARI ES (06/2012)

Trees are designated for cutting under B.3.5# only if designated as shown in the Ti nber Designation table
bel ow. The boundari es of Subdivisions/Paynent Units and Cutting Units are designated as shown in the
Boundary Designation table below. Trees used for boundary designation are not to be cut.

SPECI FI CATI ONS PURSUANT TO K- C. 3. 5# - DESI GNATI ON OF TI MBER, CUTTI NG UNI T BOUNDARI ES, AND
SUBDI VI SI ON PAYMENT UNI T BOUNDARI ES
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K-F.1.2# - USE OF ROADS BY CONTRACTOR (09/2004)

Contractor's use of existing roads identified on Contract Area Map by the follow ng codes is prohibited or
subject to restrictive limtations, unless agreed otherw se:

Code Use Limtations

X Haul i ng prohi bited

R Hauling restricted

U Unsui table for hauling prior to conpletion of agreed reconstruction
P Use prohibited

A Public use restriction

w Regul ati on wai ver

Roads coded A will be signed by Forest Service to informthe public of use restrictions. Contractor's use
of roads coded R, A or Wshall be in accordance with the follow ng restrictions:

See Restricted Road List Table.
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K-F. 3. 1# - ROAD MAI NTENANCE REQUI REMENTS (09/2004)

Contractor shall maintain roads in accordance with the foll ow ng Contract Road M ntenance Requirenents
Sunmmary:

See Contract Road Maintenance Requirenments Summary Tabl e.
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K-F.3.2# - ROAD MAI NTENANCE DEPCSI T SCHEDULE (09/2004)

O her provisions herein notw thstandi ng, when Forest Service requests paynent in lieu of Contractor's
performance of road naintenance, Contractor shall nake Required Deposits (16 USC 537) for current and/or
def erred road mai ntenance. Such deposits are based on the estinmated vol ume and di stance haul ed and
Contractor's comensurate use of each road listed in the Road Mai ntenance Plan in K-F. 3. 1#.

Contractor and Forest Service may agree in witing on adjustrment of such rates. If Contractor uses roads
under jurisdiction of Forest Service other than those listed in the Road Maintenance Pl an, Forest Service
shal |l establish rates comrensurate with Contractor's use of such roads.

The Required Deposits for Forest Service work in lieu of Contractor performance and for deferred
mai ntenance is: $_$.67 per_Ton .

The following table lists who Contractor will make deposits for road mai ntenance to, and the rate per unit
of neasure of the deposit. The Road Mi ntenance Agreenent is available for inspection at the Forest
Supervi sor's Ofice.

Deposit Made To Rat e Unit of Measure

N A

K-F.3.5# - ROAD AND WATER SUPPLY USE (05/2008)

Nati onal Forest water supply |ocations, access, nethod of filling trucks, period of water availability and
procedures designed to naintain water quality at each location shall be agreed in advance of use. Such use
shall at no time reduce water supplies to the level that further use may be detrinmental to aquatic
resources or other established use. Witerhol es and other inprovenents relating to said water supplies
shall be put into condition, prior to expected seasonal periods of precipitation or runoff, to avoid
resour ce damage.

Danmage to resources at such | ocations caused by Contractor's Qperations, other than fire suppression
activities, shall be repaired by Contractor in a tinely and agreed manner to the extent practicable to
restore and prevent further resource damage.

Unl ess ot herwi se agreed, Contractor's use of roads and other water supply requirements shall conformto the

follow ng table.

See Table A



Page 51
Contract Nane: Beaverslide Re-Ofer Stewardship



Page 52
Contract Nane: Beaverslide Re-Ofer Stewardship

K-G 2. 4# - SITE SPECI FI C SPECI AL PROTECTI ON MEASURES (09/2004)

Speci al protection nmeasures needed to protect known areas identified on Sale Area Map or on the ground
i ncl ude:

Cul tural Resource Protection Measures: No equi pnent shall be permitted within these areas. Locations shall
be di scussed prior to commencenent of any activity.

Wldlife and Botanical Protection Measures: BOTANY: |In the following units, avoid areas designated with
white "X" on tree bole, orange/white striped perineter flagging, signed for equipnent exclustion, and

desgi nated on the Contract Area Map "SMA"':

Unit 33, Unit 43c (site north of unit), FRs 3S39 and 3S39N site south of intersection
Unit 76a - adjacent to and outside the southwest corner

Units 104 and 102 - Adjacent to north boundary

Unit 40c - Do not run skyline cables through site outside north unit boundary

Fuel Corridors - between harvest Unit 96a and FR 27N44 on the east side of FR 27N34; and on FR 3S05 north
of Unit 43c on northwest side of the road
Cave Resource Protection Measures: None

K-G 3.1.5# - PROJECT OPERATI ONS SCHEDULE (12/2006)

Unl ess otherwi se agreed in witing, Contractor's Qperations shall be perforned in accordance with the
foll owi ng schedul e:

See Table A
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K-G 3. 2# - PROTECTI ON OF RESERVE TREES (09/2004)

Contractor¢s damage or destruction of reserve trees described in K-C. 3# will cause serious and substanti al
silvicultural or other damage to the National Forest. It will be difficult if not inpossible to deternine
the amount of such damage. Therefore, Contractor shall pay as fixed, agreed, and |iquidated damages $ N A
for each_NA reserve tree and $_$17,170.00 for each_Superior Sugar Pine reserve tree damaged or destroyed
by Contractor's Operations, in addition to ambunts payabl e under D.4.5 and D. 4. 6.

Danmage, as used herein, includes any injury to the living crown, bole, or roots of reserve trees. |If areas
are nmarked on the ground around such reserve trees, operation of heavy equi pnent or skidding of products
within the area shall be considered to be danage to the tree.

K-G 3.3.1 - LOG TRUCKI NG (02/2005)

To pronote safe operations on National Forest roads and on Specified Roads, |oads shall be safely secured
before trucks nmove fromthe | anding or |oading |ocation.

K-G 3.7 - SUBSTI TUTE METHODS ( 02/ 2005)

Not wi t hst andi ng ot her provisions herein, for mnor changes such as changes in |ogging systens for areas
snaller than 5 acres, Contractor and Forest Service may agree in witing that use of substitute nethods or
equi prent will achi eve Forest Service objectives under this contract and may be used in lieu of those
specified for Contractor's Operations.

K-G 4.1# - FELLING BUCKI NG AND LI MBI NG (08/2007)

Unl ess otherwi se agreed in witing, Contractor's felling, bucking, and |inbing operations shall be
conducted as specified in the table bel ow.

See Table A
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K-G 4. 2# - GROUND BASED SKI DDI NG (12/2006)

Unl ess otherwi se agreed in witing, the method of skidding Included Tinber shall be as shown on the
Contract Area Map, by areas, with synbols defined in the follow ng table:

See Table A
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K-G 4.2.5 - CABLE AND SKYLI NE YARDI NG (08/2007)

Unl ess otherwi se agreed in witing, requirenents for cable and skyline yardi ng equi pnent are shown on
Contract Area Map, by areas, with the follow ng synbols:

CS - Cabl e yarding specified.

CR - Be capable of yarding fromroadway w th additional |anding excavation to accommbdate the yarder held
to a mnimumconsistent with safe yardi ng operations.

CW- Meet all of above requirenents using a sw ng-boomtype yarder.

SY - Al yarding except lateral yarding, shall be acconplished by a skyline system which supports products
clear of the ground across Buffer Strips and in other areas yard with one product end suspended.

SL - Meet all of above requirenents, have lateral yarding capability hold skyline carriage stationary until
products are yarded to skyline corridor.

SR - Meet all of above requirenents and be capabl e of yarding fromroadway with additional |anding
excavation to acconmpdate the yarder held to a mininmumconsistent with safe yardi ng operations.

SW- Meet all of above requirenments using a sw ng-boomtype yarder.

For SL, SR, and SWareas, locations of all skyline corridors shall be by agreenent and designated on the
ground. Such agreement shall be prior to felling unless ground and tinber conditions otherw se justify.
Wdth of said skyline corridors shall be kept to a practicable m ninumconsistent with the rel ated
silvicultural prescription.

For all yarding nmethods, if rigging nmust be slung on undesignated live trees, these trees shall be
protected from danage by special steel plates, nylon tail-hold slings or sinmilar effective protective
devi ces.

Swing Yarding. In areas designated with the followi ng | abels on the Contract Area Map, the follow ng
requi rements are included, unless otherw se agreed in witing:

"Tractor Swing" - all Included Tinber shall be tractor skidded fromyarder |anding to |oading areas shown
on Contract Area Map or other agreed |ocations.

"Skyline Swing" - all Included Tinber shall be skyline yarded fromtractor skidded area to a skyline
yarding | anding. Location of tractor and skyline |andings shall be agreed upon prior to skidding and
yardi ng operations.
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K-G 5 - STREAMCOURSE PROTECTI ON ( 02/ 2005)

Unl ess otherwi se agreed in witing, wheel or track laying equipnent shall not operate within "Buffer

Strips" except as necessary for fire suppression activities. "Buffer Strips" are areas narked on the
ground or are within the distances identified on the Contract Area Map nmeasured from the apparent high
wat er mark of streantourses. Boundaries of Buffer Strips nay be nodified by agreenent in witing to neet

unf or eseen operating conditions.

Cul verts, bridges, or other suitable structures shall be required on skid roads and trails only at points
where it is necessary to protect Stream courses. The type of crossing structures, nmethod of installation
and renmoval shall be determ ned by agreement. Contractor in accordance with K-G 6# - Erosion Prevention
and Control, shall renpve such structures and associated fills.

Damage to Stream course or Buffer Strips caused by unauthorized Contractor's Operations shall be repaired

by Contractor in a tinmely and agreed nanner to the extent practical as determ ned by Forest Service to
restore and prevent further danage to Stream courses.

K- G 6# - EROSI ON PREVENTI ON AND CONTROL (05/2008)

Erosi on prevention and control work, including Streantourse protection, required by K-G 5 and G 6 shall be
conpleted within |5 cal endar days after skidding operations related to each | anding are substantially
conpl eted or after Forest Service designation on the ground of work where such designation is required
hereunder. Said time limt shall be exclusive of full days lost in Contractor's QOperations due to causes
beyond Contractor's control. Such on the ground designation shall be done as pronptly as feasible unless
it is agreed that the |ocation of such work can be established without marking on the ground. After

Sept ember 15 and as long thereafter as operations continue the work shall be done as pronptly as
practicable. Danage resulting from Contractor's Operations due to failure to performrequired work shall
be repaired by Contractor.

Not wi t hst andi ng ot her provisions in this contract and unl ess otherwi se agreed in witing, any hay, straw,
or mulch used in this contract shall be State of California certified weed free.

Addi tional erosion control requirenents of this contract are listed in the follow ng table.

See Table A
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K-G 7# - SLASH TREATMENT ( 12/ 2006)

Contractor shall pile, scatter, yard, construct firelines or otherwi se treat slash defined in
speci fications below, within designated areas. Wrk required of Contractor shall be in accordance with the
followi ng slash plan and specifications, and the Contract Area Map.

Al vegetative debris associated with construction of Specified Roads such as unutilized tinber, brush and
grubbed stunps is Construction Slash. Measures to be taken by Contractor for treatnent of Construction
Slash are set forth in the attached road construction specifications and in the attached sl ash treatnment
speci fications.

Veget ative debris larger than 1 inch in diameter outside bark and 3 feet long resulting fromContractor's
Operations, other than Construction Slash, is Logging Slash. Measures to be taken by Contractor for

treatment of Logging Slash are set forth bel ow unl ess otherw se agreed in witing.

Forest Service and Contractor shall jointly devel op a schedule for conpletion of slash treatnent on the
various portions of Project Area prior to Contractor's Operations.

Renmovi ng may be substituted for treatnent of any other specified nethod.

By agreenment in witing, certain slash may be left for fuelwod. Wen the specified treatnent is by a
conbi nati on of methods, Logging Slash not treated by one of the nethods shall be treated by the other(s).

See the slash treatnment specification table bel ow

See Table A
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K-G8.1.5 - TH RD PARTY SCALI NG SERVI CES (09/2004)

Not wi t hst andi ng the requirenent for Forest Service or parties under contract to Forest Service to provide
Scal i ng services under G 8.1, Scaling designated in A 10 shall be conducted by a third party Scaling
organi zati on approved by Forest Service. Scaling shall be done in accordance with A.9 and Contractor shall
bear costs for Scaling service.

In the event third party Scaling service is suspended for causes such as strikes, termnation of third
party's approval to Scale National Forest |ogs by Forest Service, or Contractor's failure to pay third
party Scaling costs, hauling operations shall be suspended until agreed alternate Scaling services are
provided or service by third party is resuned.

When an approved alternate Scaling |ocation pursuant to G 8.1.1 does not have an approved third party

scal i ng organi zation as a commonly used Scal ing services provider, Forest Service or parties under contract
to Forest Service shall provide Scaling services at the approved alternate |location. In such an event, the
cost of waived third party Scaling listed in A 10 shall be charged to Integrated Resource Account.

If Forest Service and Contractor agree in witing that another party under contract to Forest Service will

perform Scaling, the contract will be nodified to include K-G 8.1.6 and | ntegrated Resource Account will be
charged for such Scaling.

K-G 9# - STEWARDSHI P PROJECTS (09/2004)

Per f ormance of stewardship projects shall be in accordance with the foll ow ng specifications.

St ewar dship Projects
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K-H 2# - SPECI FI ED FI RE PRECAUTI ONS (06/2012)

Contractor or a designated Contractor's Representative shall certify conpliance with specific Contract and
California Public Resources Code (CPRC) fire precautionary nmeasures in H 1 Plans, K-H 2# and K-H. 2. 2#.
Certification shall be provided prior to starting operations during Fire Precautionary Period and shall be
updat ed as needed.

Listing of specific fire precautionary neasures in the follow ng subsections is not intended to relieve
Contractor in any way fromconpliance with State fire laws covering fire preventi on and suppression

equi pnent applicable to Contractor's Operations.

Upon request of Forest Service, Purchaser shall permt and assist in periodic testing and inspection of
required fire equipnent.

The followi ng definitions shall apply to H 2# and K-H. 2. 2#:

Active Landing: A location Contractor is skidding logs into, or perform ng other operations such as
del i mbi ng, | og manufacturing, and chipping logs. Except for EV and E days, |oading |ogs or stockpiled
chips only on a cleared | anding does not constitute an Active Landi ng.

Hot Saw. A harvesting systemthat enploys a high-speed (>1100 rpn) rotating felling head (i.e., full
rotation lateral tilt head).

Mechani cal Qperations: The process of felling, skidding, chipping, shredding, piling, |og processing

and/ or yardi ng which requires the use of notorized power which includes, chainsaws, chippers, notorized
carriages, nasticators, stroke delinbers, skidders etc.

Speci fic equi prent requirements and fire precautionary neasures are shown in the following table and in K-

H. 2. 2#:

Table A
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K-H. 2. 2# - EMERGENCY PRECAUTI ONS (06/2012)

Contractor's Operations shall conformto the limtations or requirements in the Project Activity Level
(PAL) table below. Unless otherwi se agreed in witing, Project Activity Levels applicable to this project
shall be the predicted levels for the Fire Danger Rating Area(s), or fire weather station(s) stated in the
Contract Area Map | egend.

Forest Service, in its sole discretion, may change the predicted activity level if the current fire
suppression situation, weather and vegetation conditions warrant an adjustnent. |f practicable, Forest
Service will determine the following day's activity level by 6:00 PM Contractor shall obtain the
predicted Project Activity Level fromthe appropriate Ranger District Ofice before starting work each day.
Forest Service may change the Project Activity Level Table to other val ues upon revision of the National
Fire Danger Rating System \Wen Contractor is notified, the revised Project Activity Levels will supersede
the levels in the Project Activity Level Table bel ow.

PRQJECT ACTIVITY LEVEL (PAL) - K-H 2.2# - EMERGENCY PRECAUTI ONS
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K-1.2.1.2 - MARKET- RELATED CONTRACT TERM ADDI TI ON (11/2008)

The termof this contract may be adjusted when a drastic reduction in wood product prices has occurred
in accordance with 36 CFR 223.52. The Producer Price |Index used to determ ne when a drastic reduction in
price has occurred is stated in A 20. Contractor will be notified whenever the Chief determ nes that a
drastic reduction in wood product prices has occurred. |If the drastic reduction criteria specified in 36
CFR 223.52 are nmet for 2 consecutive cal endar quarters, after contract award date, Contracting O ficer wll
add 1 year to the contract term upon Contractor's witten request. For each additional consecutive
guarter such a drastic reduction occurs, Contracting Officer will, upon witten request, add an additional
3 nmonths to the termduring Normal Operating Season, except that no single 3-nobnth addition shall extend
the termof the contract by nore than one year. Contracting Oficer nmust receive Contractor's witten
request for a market-related contract termaddition before the expiration of this contract.

No nore than 3 years shall be added to a contract's termby nmarket-rel ated contract term addition
unl ess the following conditions are net:

(i) The contract was awarded after Decenber 31, 2006; and
(ii) Adrastic reduction in wood product prices occurred in at |east ten of twelve consecutive
quarters during the contract term but not including the quarter in which the contract was awarded.

For each qualifying quarter neeting the criteria in paragraphs (i) and (ii) of this provision, the
Forest Service will, upon the Contractor¢s witten request, add an additional 3 nonths during the normal
operating season to the contract, except no single 3-nobnth addition shall extend the termof a contract by
nmore than 1 year.

In no event shall a revised contract termexceed 10 years as a result of market-related contract term
addi ti on.

Addi tional contract time may not be granted for those portions of the contract that have a required
conpl etion date or for those portions of the contract where Contracting Officer determ nes that the tinber
is in need of urgent renoval or that tinber deterioration or resource damage may result from del ay.
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K-1.6.8# (Option 1) - USE OF TIMBER (09/2004)

(a) This contract is subject to the Forest Resources Conservation and Shortage Relief Act of 1990, as
amended (16 USC 620, et seq.).

(b) Except for_None determned pursuant to public hearing to be surplus, unprocessed |ncluded Ti nber
shall not be exported fromthe United States nor used in direct or indirect substitution for unprocessed
tinber exported fromprivate | ands by Contractor or any person as defined in the Act (16 USC 620e).

(c) Tinber in the following formw Il be considered unprocessed:

(i) Trees or portions of trees or other roundwood not processed to standards and specifications
suitable for end product use;

(ii) Lunmber, construction tinbers, or cants intended for remanufacturing not neeting standards
defined in the Act (16 USC 620e); and

(iii) Aspen or other pul pwood bolts exceeding 100 inches in |ength.

(d) Unless otherwi se agreed in witing, unprocessed |ncluded Tinber shall be delivered to a donestic
processing facility and shall not be mxed with |ogs intended for export.

(e) Prior to award, during the life of this contract, and for a period of 3 years from Term nation
Date, Contractor shall furnish to Forest Service, upon request, records show ng the vol ume and geographic
origin of unprocessed tinmber fromprivate | ands exported or sold for export by Contractor or affiliates.

(f) Prior to delivering unprocessed |ncluded Tinber to another party, Contractor shall require each
buyer, exchangee, or recipient to execute an acceptabl e agreenent that wll:

(i) ldentify the Federal origin of the tinber;
(ii) Specify donestic processing for the tinber involved;

(iii) Require the execution of such agreements between the parties to any subsequent transactions
invol ving the tinber;

(iv) Require that all hammer brands and/or yellow paint nmust remain on logs until they are either
legally exported or donestically processed, whichever is applicable; and

(v) Oherwise conply with the requirements of the Act (16 USC 620d).

(g) No later than 10 days follow ng the execution of any such agreenent between Contractor and
anot her party, Contractor shall furnish to Forest Service a copy of each such agreenment. Contractor shall
retain, for 3 years from  Term nation Date, the records of all sales, exchanges, or dispositions of all
I ncl uded Ti nber.

(h) Upon request, all records dealing with origin and disposition of |ncluded Tinber shall be made
avail able to Contracting Oficer.

(i) For breach of this Section, Forest Service may terminate this contract and take such other action as
may be provided by statute or regulation, including the inposition of penalties. Wien term nated by Forest
Service under this Section, Forest Service will not be liable for any Caimsubmtted by Contractor
relating to the term nation.



